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CRITERION 302
UTILITY TIE-INS

PURPOSE

The purpose of this Criterion is to establish the minimum requirements and best
practices for Utility Tie-Insat LANL and to ensure that the owner of the utility
system, FWO-UI, maintains control of dl utility tie-ins. This document addressesthe
requirements of LIR 230-05-01(Ref 10.1), “ Operations and Maintenance Manual.”

Implementation of these requirements and recommendations satisfies DOE Order
430.1A (Ref. 10.2), “Life Cycle Asset Management,” Attachment 2 “ Contractor
Requirements Document,” Paragraph 2, Sections A through C, which in part require
UCto“...maintain physica assetsin a condition suitable for their intended purpose”
and employ “ preventive, predictive, and corrective maintenance to ensure physicad
ast availability for planned use and/or proper disposition.” Compliance with DOE
Order 430.1A isrequired by Appendix G of the UC Contract.

SCOPE

The scope of this Criterion gpplies to utilities supplying a building or structure
(electric system [>600VAC], natura gas, water, sanitary wastewater, and steam
systems) to the point of delivery, unless otherwise defined in amemorandum of
undergtanding (MOU). This Criterion does not address corrective maintenance
actions required to repair or replace equipment. The scope of this Criterion does not
aoply to telecommunicationstie-ins. If atdecommunicationstie-in is necessary
contact the LANL Computer, Communications and Networking Telecommunications
Group (CNN-4) customer service representative.

ACRONYMSAND DEFINITIONS

Acronyms

AHJ Authority Having Jurisdiction

CFR Code of Federa Regulations

DOE Department of Energy

LIG Laboratory Implementing Guidance
LIR L aboratory Implementing Requirement
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LPR Laboratory Performance Requirement
O&M Operations and Maintenance
PPE Personal Protective Equipment
PP& PE Persona Property and Programmeatic Equipment
RP&IE Red Property and Ingtaled Equipment
SSC Structures, Systems, and Components
SSS LANLSs Support Services Subcontractor
ucC Universty of Cdifornia
Ul FWO-Utilities and Infrastructure Group
3.2 Definitions
Contractor(9).

Person or business who contracts to perform light or heavy construction for LANL.

Point of Delivery.

A. Waer.
Potable: Up to and including the billing meter ingde the building. If thereis
no billing meter or it islocated outside of the building, the interface isthe
exterior building wall.

Fire Protection: Base of fire protection riser.
B. Wastewater. Building wadl.

C. Gas. Uptoandincluding thefind service pressure reduction vave (gas
regulator) serving the building(s).

D. Steam/Condensate. Up to and including high pressure steam trap piping and
steam isolation valve upstream of the steam pressure reducing valves. First
pressure reducing vaves shdl be less than five feet from indde of building wall
where the stleam line enters.

E. Electricd. Electricd utility system and termination points for the most common
sarvice configurations are as follows:

Pad Mounted Transformer: The 13.8kV digtribution system and the pad
mounted transformer. The point of ddivery terminates at the low voltage
(480, 240, 208 volts) terminds of the pad mounted transformer which is
located outside the building.

Secondary Unit Substation: The low voltage (480, 240, 208 volts) terminas
of the unit substation transformer. Unit substation may be outside or insde the
building.
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Overhead Service: The dectric systlem terminates at the building service
entrance westher head.

4.0 RESPONSIBILITIES
4.1 FWO-Systems, Engineering and M aintenance (SEM)

411 FWO-SEM isregpongble for the adminigtrative content of this Criterion and
monitoring the gpplicability and the implementation atus of this Criteriaand either
assigting the organizations that are not gpplying or meeting the implementation
expectations contained herein or elevating their concernsto the director(s).

Bass LIR 301-00-01.11; Issuing and Managing Laboratory Operations
Implementation Requirements and Guidance, Section 5.4, OIC
Implementation Reguirements.

4.1.2 FWO-SEM shdl provide technica assstance to support implementation of this
Criterion.

4.2 FWO-Utilitiesand Infrastructure (Ul)

4.2.1 FWO-UI has overall responshbility to support the Laboratory with reliable, safe, and
cod effective utilities (gas, steam/condensate, electricd, water, and sanitary
wastewater). FWO-UI isdso responsible for the technical content of the listed
requirements and guidance.

4.2.2 FWO-UI shdl provide technicd assstance to support implementation of this
Criterion.

4.3 Facility Manager

431 Responsible for operations and maintenance of ingtitutional, or Red Property and
Ingtaled Equipment (RP&IE) under their jurisdiction, in accordance with the
requirements of this document.

4.3.2 Responsible for operations and maintenance of those Personal Property and
Programmatic Equipment (PP& PE) systems and equipment addressed by this
document that may be assigned to the FM in accordance with the FMU- specific
Facility/Tenant Agreement.
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Group Leader

Responsible for operations and maintenance of those Personal Property and
Programmatic Equipment (PP& PE) systems and equipment addressed by this
document that are under their jurisdiction

Respongible for system performance andysis and subsequent replacement or
refurbishment of assgned PP& PE.

SSS Utilities Department

SSS Utilities Department is responsible for ensuring that appropriate SSS personnel
aretrained and certified to perform the work.

Authority Having Jurisdiction (AHJ) - POCsfor Mechanical and
Electrical Chapter of LANL Engineering Manual

The AHJisresponsble for providing a decison on a specific technica question
regarding this criterion.

PRECAUTIONSAND LIMITATIONS

Precautions

This section is not intended to identify al gpplicable precautions necessary for
implementation of this Criterion. A compilation of al gpplicable precautions shdl be
contained in the implementing procedure(s) or work control authorization documents.
The following precautions are intended only to assst the author of a procedure or
work control document in the identification of hazards/precautions that may not be
immediately obvious.

Limitations

Theintent of this Criterion isto identify the minimum generic requirements and
recommendations for SSC operation and maintenance across the Laboratory. Each
user isrespongble for the identification and implementation of additiond facility
specific requirements and recommendations based on their authorization basis and
unique equipment and conditions, (e.g., equipment history, manufacturer warranties,
operating environment, vendor O& M requirements and guidance, €tc.).

Nuclear facilities and moderate to high hazard non-nudear fadilities will typicaly

have additiond facility-specific requirements beyond those presented in this
Criterion. Nuclear facilities shal implement the requirements of DOE Order 4330.4B
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(Ref. 10.3) as the minimum programmatic requirements for a maintenance program.
Additiona requirements and recommendations for SSC operation and maintenance
may be necessary to fully comply with the current DOE Order or CFR identified
above.

6.0 REQUIREMENTS

Minimum requirements that Criterion users shdl follow are specified in this section.
Requested variances to these requirements shal be prepared and submitted to FWO-
SEM in accordance with LIR 301-00-02 (Ref. 10.4), “Variances and Exceptions to
Laboratory Operations Requirements,” for review and approva. The Criterion users
are responsble for andysis of operationa performance and SSC replacement or
refurbishment based on thisandlyss. Laws, codes, contractua requirements,
engineering judgment, safety matters, and operations and maintenance experience
drive the requirements contained in this section.

6.1 Operations Requirements

6.1.1 Materials

The contractor provides dl materids required for the utility tie-in, and performsthe
necessary excavation and work required to prepare the areafor the tie-in accordance
with the Fadility Engineering Manud. The SSS Utilities Department furnishesthe
necessary specia equipment, e.g., hot tapping machines, and makes al of the
fallowing tie-insin accordance with the Facility Engineering Manua or congtruction
drawings.

Basis. LL-OH/OCS2001-1 (Configuration of Worksite)

Water Tie-Ins - Connections to mains and service lines in potable, nonpotable,
and fire protection systems.

Sanitary Wagtewater Tie-Ins - Connections to sysems which include sanitary
sawer lines, treetment plants, lift stations, treated effluent water, and manholes.
Septic tanks are not included in FWO-UI’ s respongbilities.

Gas Tie-Ins - Connections to mains and sarvice lines.

Steam/Condensate Tie-Ins - Connections to mains and sarvice lines, including
piping in Seam pits, and steam plants.

Electrical Tie-Ins- Connections to energized sources and lightning arresters on
exiding utility polesshdl be made by the SSS. The SSS shall be contacted
regarding tie-insto an energized riser pole to the 13.8kV switchgear or
transformer by the construction project manager.

Basis: 1996-LA-LANL-ESH7-0001 (Work Control)
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Planned Utility Outage

Contractors and/or the SSS shdl plan utility outages to minimize the impact on users
whose facilities and equipment may be affected. Comply with the Operations and
Maintenance Criterion 301, Planned Utility Outege. (Ref. 10.6)

Basis. Maintenance Criterion 301, Planned Utility Outage.
Disinfection

The contractor and/or the SSS shal disinfect water piping systems in accordance with
the Facility Engineering Standard Construction Specifications, Section 15470,
Dignfection of Water Fiping.

Basis: Fadility Engineering Standard Construction Specifications, Section
02516, Disinfection of Water Fiping.

Pressure Testing

Prior to tie-in, the contractor shdl pressure test piping syslemsin accordance with the
Facility Engineering Standard Construction Specifications, Section 15992, Testing
Fiping Systems.

Basis: Facility Engineering Standard Construction Specifications, Section
15992, Tedting Piping Systems.

Electrical Testing

The SSS shdl perform shidd continuity tests, insulation resstance tests, high
potentia tests on medium voltage service cables and test dl alarms and controls on
wastewater lift Sations.

Basis Y-2001-OR-BJCPORTS-0101 (Roles and Responsibilities)
Notification

PM Division, contractors, the SSS, Facility Managers, etc., are responsible for
natifying FWO-UI of any proposed tie-in to the utility system. Noatification should be
as soon as possible in the process, preferably during design. FWO-UI will review
drawings to ensure that the utility system has sufficient capacity and thet the Facility
Engineering Standards are followed.

Basis Y-2001-OR-BJCPORTS-0101 (Roles and Responsibilities)
I nspection
The SSS or LANL Congtruction Ingpector shall notify FWO-UI at least 72 hoursin
advance to ingpect the utility tie-in. FWO-UI will ensure that the utility has been
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properly tested, and materids furnished by the contractor and the tie-inarein
accordance with the applicable Facility Engineering Standards.

The SSS shdll ingpect the interior of dl wastewater lines beyond the building wall
with avideo camerafor piping integrity and proper construction.

Basis. Y-2001-OR-BJCPORTS 0101 (Roles and Responsibilities)

M aintenance Requirements

No requirements beyond those stated in Section 5.2, Limitations.

RECOMMENDATIONS AND GOOD PRACTICES

The information provided in this section is recommended based on acceptable
industry practices and should be implemented by each user based on his’her unique
gpplication and operating history of the subject systems/equipment.

Operations Recommendations

Building Managers should check building systems that may be affected by the tie-in
so that appropriate users are notified.

Basis. 2000-KO-SNL-NMFAC-0001 (Communicetion of Hazards)
M aintenance Recommendations

No recommendations beyond those stated in Section 5.2, Limitations.

GUIDANCE

Oper ations Guidance

No implementing guidance available.
Maintenance Guidance

No implementing guidance available.
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9.0 REQUIRED DOCUMENTATION

Maintenance higtory shdl be maintained by FWO-UI for utility tie-insto include, asa
minimum, the parameters listed in the Table 9-1 below:

Table 9-1 Documentation Parameters

MAINTENANCE HISTORY DOCUMENTATION PARAMETERS

PARAMETER ML1|ML2|ML3|MLA4

M aintenance Activities
Repar / Adjusments| NA NA NA NA

PM Activities| NA NA NA NA

Equipment Problems

Falure Dates| NA NA NA NA
Falure Root Cause| NA NA NA NA
Inspection Results

Inspection Date | NA NA NA NA
SSC Condition| NA NA NA NA

Inspection and testing resultsfor utility tie-ins
shall be submitted to FWO-UI

Bass  Documentation of the parameters listed in Table 9-1 above satisfies the
requirements of LPR 230-07-00, Criteria 2, (Ref. 10.5) which states;
“Maintenance activities, equipment problems, and ingpection and test
results are documented.”

9.1 Required LANL Documents

Refer to the following LANL Engineering Manua and Construction Specifications
for required documentation:

LANL Engineering Manua Sections:
Il — Fire Protection

[l — Civil

VI — Mechanicd

VIl — Electrica
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LANL Construction Specifications:

02310 — Trenching

15140 — Potable Water Piping

15150 — Sanitary Waste and Vent Piping
15195 — Naturd Gas Piping

15470 — Disinfection of Potable Water Piping
15525 — Steam & Condensate Piping

15992 — Tedting of Piping Systems

16950 — Electrica Acceptance Testing

*LANL Congiruction inspectors, FMU representatives and SSS shal submit to FWO-
Ul the above marked results in accordance with requirements of the project drawings
and specifications.

10.0 REFERENCES

The following references, and associated revisons, were used in the development of

this document.
10.1 LIR 230-05-01.0, Operation and Maintenance Manual.
10.2 DOE 0O 430.1A, Attachment 2 “ Contractor Requirements Document” (Paragraph 2,
Sections A through C), arequirement of Appendix G of the UC Contract.
10.3 DOE Order 4330.4B, Maintenance Management Program, Section 3.4.9.
104 LIR 301-00-02.0, Variances and Exceptions to Laboratory Operation Requirements.
105 LPR 230-07-00, Maintenance History, Performance Criteria[2].

10.6 O&M Ciriterion 301 Rev. 0, Planned Utility Outage.

11.0 APPENDICES

None.
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